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Mobil Oil Corporation has operated th i s f a c i l i t y fo r about t h i r t y 

years. The property was owned by Barnes Magnine Oil Company pr ior to 

1930. Sakoni Vacuum acquired i t from Barnes Magnine in 1930, operat

ed i t un t i l 1955 when Mobil Oil Company bought i t . Mobil Oil cont in

ued to operate the f a c i l i t y as a re f inery un t i l 1972 when i t was 

converted to a storage f a c i l i t y for f in ished products trucked, 

shipped or piped in from other active Mobil Company re f i ne r i es . The 

Mobil Oil Company property is about one acre in area housing several 

tanks, a defunct re f inery p lant , a dock and some o f f i ce bui ldings 

(Figure 1) . According to Joe Coco, the current suprintendent, the 

company use to mfintain three l a n d f i l l s on s i te fo r disposing 

re f ine ry sludge, and three sludge p i ts (20' x 200' x 20') used for 

dewatering sludge before disposal . Mr. Coco was not certa in of the 

exact locat ion of the l a n d f i l l s , but gave the approximate locations 

they might have been (Figure 1) . The sludge p i t s s t i l l ex i s ts , 

although i t is no longer being used. During re f inery periods, the 

sludge p i t s were occassionally cleaned, and the i r contents land-

f i l l e d . However, since the re f inery chosed in 1974, the p i t s haven't 

been cleaned, nor is i t certa in whether they were before the land

f i l l s were closed. On the day of inspect ion, an o i l y l i qu id was 

v i s i b le below the frozen water layer. No waste quant i t ies or types 

were known for e i ther the l a n d f i l l s or sludge p i t s . Because neither 
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the l a n d f i l l s nor the sludge p i t s were l ined^ i t was decided during 

i n i t i a l inspections (January 12, 1986) that the sludge p i ts be 

sampled at a la te r date when the ice melts. I t was assumed the land

f i l l s would contain the same wastes as would be found in the sludge 

p i t s since the f i l l s were fed from the p i t s . 

Due to i t s redundancy, the re f inery port ion of the f a c i l i t y is being 

dismantled. On the day of the inspect ion, i t was observed that the 

insu la t ion (mostly asbestos) on the pipes, stacks and boi lers had 

been p a r t i a l l y removed. Mr. Coco confirmed that 800 cubic yards of 

asbestos had been renoved, and another 1000 cubic yard is slated for 

removal by the end of the .year (1986). Mobil contracted the Mid-West 

Asbestos Removal Company of Tinley Park, I l l i n o i s fo r s t r ip ing the 

asbestos, and the Calumet Waste Systems of Hammond fo r t ransportat ion 

t o the Wheller l a n d f i l l fo r disposal. During removal, Gabriel 

Laboratories was contracted to monitor the a i r fo r safety purposes. 

The asbestos removal is a f i r s t step toward complete demolit ion of 

the re f inery p lant . So far the asbestos ranoval has been res t r ic ted 

t o the open area. 

A second v i s i t was made to the s i te on Apr i l 14, 1986 at which time 

the sludge p i ts were sampled. Three sediment samples were obtained, 

one in each p i t (Figure & ) . The company s p l i t sample with FIT f o r 

t h e i r own analysis. Analysis of these samples indicate the presence 

of several heavy metals and organics, at extremely high leve ls : The 

nor th , central and southern p i ts in that order, contained arsenic 

(53 ppm, 33 ppm, 70 ppm), lead (3440 ppm, 510 ppm, 1220 ppm) and 

barium (262 ppm, 182 ppm, 268 ppm). Organic contaminants include 

to ta l xylene (18000 ppm, 900 ppm, 4000 ppm), toluene (3000 ppm, 0.0 

ppm, 1100 ppm) and ethyl benzene (3000 ppm, 110 ppm, 980 ppm). (For 

a complete l i s t of chemicals detected, see Data Sheet-Section 5 of 

t h i s repor t ) . Due to the lack of targets, i t is not l i k e l y that the 

p i t s and l a n d f i l l pose immediate danger. However, the proximity of 

these wastes to the ship cannals (Figure 1) may be a long range 

problem and requires fur ther a t ten t ion . 
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There hasn't been any major worker injuries in two and half years. 

Thirteen fu l l time employees have access to the f ac i l i t y which is 

f u l l y fenced in with a 6 foot fence topped with barbed wires, and a 

main gate that is monitored 24 hours a day. Each tank is dyked for 

protection against sp i l l s , and this dyked system is backed-up by a 

well point system to collect any slope oi l from groundwater. The oi l 

is recoverd in a slope oi l tank and the water treated before i t is 

dumped to the si ty sewere. The company has a permit to mentain this 

out fa l l to the sewer, and the ci ty regularly checks the quality of 

th is water. On May 13, 1985, about 100 gallons of oi l was spilled at 

the f ac i l i t y dock on the north. The clean up was supervised by the 

coast guard and state of f ic ia l not i f ied. An air pollution control 

permit is mentained for the asbestos removal. Because of the small 

quantities of tank bottoms the f ac i l i t y generates, i t is not 

considered a hazardous waste generator and not required to obtain 

permits for their waste. A discharge resolution number was issued to 

the company for shipping asbestos from their f a c i l i t y . 

This f ac i l i t y is about 100' from residential homes, 10' - 20' from 

the Lake George and Indiana Harbour Canals. Even though well 

secured, i t is recommended that: 

( i ) The sludge pits be cleaned and restored to normal condi

tions since the company no longer intends to use i t and 

( i i ) The landf i l l locations be correctly identified and 

monitored to find out i f any of the compounds detected 

in the pits are migrating from the f i l l s . If so, their 

potential effect on the canals and groundwater must be 

investigated. 
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